
International Road Dynamics Inc.
Site Service Sheet

Date: 6/1/2011 State: TN

Job #: 11167 Site #:

Lane - 1 Lane - 2 Lane - 3 Lane - 4

Loops Lead Lead Lead Lead
1.2 1.4 2.2 2.2 1.8 1.8 0.7 0.7***

Resist. to shld OL OL N/A N/A N/A N/A N/A N/A

OL 83.1M 501M 4.48M 420M OL 257M OL

170.0 175.0 166.0 168.0 165.0 166.0 157.0 156.0

Good Good Good Resplice Good Good Good Replace

* * * Fluctuates w ith traff ic, but w orking ok for now

Kistlers
Resist. To shld OL OL OL OL OL OL OL OL OL OL

Capacitance 21.7nF 21.4nF 19.0nF 19.2nF 14.5nF 14.4nF 12.1nF 11.7nF 11.8nF 12.9nF

Condit ion Replace Good Replace Good Good Good Good Good Good Good

Notes Top missing

System
A/C Service 123.7V Temp Sensor 47 C

Pow er Supply 12.02VDC Weather 37 C

Solar Panel None

Back-Up 13.5VDC

System Input 12.0VDC

Modem Pow er 12.0VDC

Phone off  hook

Phone on hook

Inductance

Condit ion

I-40 MM 91.5

TN-1

System Type:

Location:

LTPP ID:

4 lane kistler 

Resistance

Meg Ohm

Clear



Technician: Travis Holton 6/2/2011


